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...Erstklassigkeit wirkt...ob Elektronik-Design, Prototypenbau, Muster-
oder Serienfertigung — kombiniert mit einem hohen
MaR an Flexibilitat, individuellem Service und tber
20-jahriger Erfahrung — Technologiefiihrerschaft in

allen Systemschritten ist das relevante Versprechen BECOM st leistungsintegriertes, kompetentes electronic-engineering
LU O G & manufacturing fur den Industriekunden — vom Ideenkonzept bis
Excellence ... in electronic design, prototype zu energie-effizienten und flexiblen Serienlésungen ”from one source”
construction, sample or serial production - - mit partnerschaftlicher Kundennahe

combined with a high level of flexibility, - unter kontinuierlicher Innovation

individual service and over 20 years experience.
Technology leadership in all system stages is
our promise to our customers.

- durch exzellent geschulte Mitarbeiterinnen
- fur kompromisslose Qualitat

BECOM represents qualified, service-oriented electronic engineering and
manufacturing for the industrial market - from concept to energy efficient and
flexible serial solutions all from one source

- Your partner in customer service

- Offering continuous innovation

- Highly trained personnel

- Uncompromising quality

BECO high-level certification

I1SO 9001:2000

ISO/TS 16949:2002 Automotive Standard

I1SO 13485:2003 Medical Standard

EN ISO/IEC 17025  Calibration station for e-counters

... developed skills







